
SE112
Single Dynamic MicroDriver

�Sound Isolating™ Design

Unmatched Personalization and Comfort

Fit Kit and Carrying Pouch Included

Available with Remote + Mic  
(SE112m+)

SE SOUND ISOLATING™ EARPHONES

GREAT SOUND 
WITH DEEP BASS
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Stocking Details
English/French/Spanish (America):  
Gray: SE112-GR 
UPC: 042406351416 
With Remote + Mic: 
Gray: SE112M+-GR 
UPC: 042406358668

Package Description  
Individual (Windowbox) 
Weight: 4.4 oz (125 g) 
Size: 7"(H) x 3.0"(W) x 2.0"(D), (178 mm x 76 mm x 51 mm)

Master Carton 
Weight: 2.2 lb. (1.0 kg) 
Size: 16"(L) x 9"(W) x 4"(H), (406 mm x 229 mm x 102 mm)

*In an effort to continually improve our products, technical specs are subject to change without notice.

Included Accessories
3 Pair Soft Flex Sleeves (S, M, L)
Drawstring Carrying Pouch

Made for iPhone 5s, iPhone 5c, iPhone 5, iPhone 4s, iPhone 4, iPhone 3GS, iPad Air, iPad 
mini with Retina display, iPad (4th generation), iPad mini, iPad (3rd generation), iPad 2, 
iPad, iPod touch (2nd through 5th generation), iPod classic, iPod nano (4th through 7th 
generation), and iPod shuffle (1st through 4th generation).

SE112m+ adds an inline three-button remote, which 
provides seamless control of all device functions  
with the touch of a button.

SE112 Sound Isolating™ Earphones

Great Sound with Deep Bass 
Featuring Dynamic MicroDrivers, the SE112 delivers great sound 
with deep bass and impressive sound isolation, for a perfect audio 
upgrade with today’s portable digital devices.

Sound Isolating Design 
Comfortable sound isolating sleeves block up to 37 dB of ambient 
noise. Sound Isolation technology prevents outside noise from 
interfering with your listening experience, whether on-stage or 
on-the-go. Shure Sound Isolating Earphones require a proper fit to 
achieve the best sound.

Unmatched Personalization and Comfort
Ergonomic, Professional Design 
Optimized nozzle angle is designed to rest comfortably in the ear. 
Over-the-ear configuration keeps cables out of the way.
Fit Kit
Three sizes of soft, flexible sleeves gently contour to your ears for 
a perfect fit.
Storage
Drawstring carrying pouch also included for storage.

SE112 Specifications*:
Speaker Type: Single Dynamic MicroDriver 
Sensitivity (1kHz): 105 dB SPL/mW 
Impedance: (1kHz): 16 Ω 
Noise Attenuation: Up to 37 dB
Frequency Range: 25Hz–17kHz 
Input Connector: Gold-plated 3.5 mm (1/8") stereo plug 
Cable: 50" durable fixed cable

SE112m+ 
The SE112m+ provides premium sound, build quality, and 
included accessory upgrade from the standard “earbud-type” 
headset supplied with today’s portable digital devices.


