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IVM 4

SST 4 – MAIN MENUE – OVERVIEW

SETUP MODE – EDIT ALL SETTINGS (see next pages)

LOCK MODE – DISPLAY INFORMATION ONLY!

Frequency Preset Frequency Device Name
TURN L/R TURN L/R

PUSH 2sec PUSH 2sec PUSH 2sec

POWER ON SST 4

FIRST TIME OPERATION:
POWER ON SST 4

Select COUNTRY Name (e.g. US)

Press Jog switch for 3 sec to enter 
the country select menu

To select a different country 

PUSH to select country and change to first frequency preset in Setup Mode

Only displayed when used 



IVM 4

SST 4 – MAIN MENUE – SETUP MODE 1/3

PUSH TO SELECT Group, Channel and RF Power
(See Owner Manual Chapter 3.5.7)

PUSH TO SELECT Frequency and RF Power. 
(See Owner Manual Chapter 3.5.8)

PUSH TO SET Device Name. 
(See Owner Manual Chapter 3.5.10)

PUSH TO SET Input Gain. 
(See Owner Manual Chapter 3.5.11)

Freq. Preset

Frequency

Device

In-Gain

Sound Bass Cut

TURN RIGHT

(SOUND Menues – See next Page!)

PUSH TO SET Bass Cut-off Frequency. 
(See Owner Manual Chapter 4.1.1)

TURN RIGHT

TURN RIGHT

TURN RIGHT



IVM 4

SST 4 – MAIN MENUE - SETUP MODE 2/3

PUSH TO SELECT EQ Preset. 
(See Owner Manual Chapter 4.1.1)

PUSH TO SELECT Compressor Preset. 
(See Owner Manual Chapter 4.1.1)

PUSH TO SELECT Room Simulation Preset. 
(See Owner Manual Chapter 4.1.1)

PUSH TO ACTIVATE/DEACTIVATE Bypass. 
(See Owner Manual Chapter 4.1.1)

Equalizer

Room

Comp.

Bypass

Extra

Sound

Sound

Sound

Sound

TURN RIGHT

PUSH TO ENTER Extra Menu. 

TURN RIGHT to return to Frequency Preset Menu. 

TURN RIGHT

TURN RIGHT

TURN RIGHT

TURN RIGHT



IVM 4

SST 4 – MAIN MENUE - SETUP MODE 3/3

PUSH TO SELECT Mode. 
(See Owner Manual Chapter 4.1.2)

PUSH TO SET Auto Lock. 
(See Owner Manual Chapter 4.1.2)

PUSH TO SET Light. 
(See Owner Manual Chapter 4.1.2)

PUSH TO Display Info. 
(See Owner Manual Chapter 4.1.2)

Reset

Mode

Lock

Light

Info

TURN RIGHT

PUSH FOR Factory Reset. 
(See Owner Manual Chapter 4.1.2)

Escape PUSH TO return to Extra Menu. 

TURN RIGHT

TURN RIGHT

TURN RIGHT

TURN RIGHT



IVM 4

SPR 4 – MAIN MENUE – OVERVIEW

SETUP MODE – EDIT ALL SETTINGS (see next pages)

LOCK MODE – DISPLAY INFORMATION ONLY!

Frequency Preset Frequency Battery Level
TURN L/R TURN L/R

PUSH 2sec PUSH 2sec PUSH 2sec

POWER ON SPR 4
(Volume knob)

FIRST TIME OPERATION:
POWER ON SPR 4 (Volume knob)

Select COUNTRY Name (e.g. US)

Hold down the Jog switch and 
POWER ON the SPR 4 (Volume knob)

To select a different country 

Only displayed when used Only displayed using the BP4000 

PUSH to select country and change to first frequency preset in Setup Mode



IVM 4

SPR 4 – MAIN MENUE - SETUP MODE 1/2

PUSH TO START Field Scan. 
(See Owner Manual Chapter 4.2.1)

PUSH TO SET Squelch Level. 
(See Owner Manual Chapter 4.2.2)

Limiter

Freq. Preset

Frequency

Field Scan

Squelch

TURN UP

PUSH TO SELECT Frequency Preset. 
(See Owner Manual Chapter 3.4.6)

PUSH TO SELECT Frequency. 
(See Owner Manual Chapter 3.4.6)

PUSH TO ACTIVATE/DEACTIVATE Safety Limiter. 
(See Owner Manual Chapter 4.2.3)

TURN DOWN
PUSH DOWN TO goto Auto Channel Menu. 

TURN UP

TURN UP

TURN UP

TURN UP



IVM 4

SPR 4 – MAIN MENUE - SETUP MODE 2/2

PUSH TO SET Balance and DUAL Mode. 
(See Owner Manual Chapter 4.2.4)

PUSH TO display Info. 
(See Owner Manual Chapter 4.2.5)

PUSH TO START Auto Group Setup. 
(See Owner Manual Chapter 3.4.5)

PUSH TO START Auto Channel Setup. 
(See Owner Manual Chapter 3.6)

Balance

Info

Auto Group

Auto 
Channel

TURN UP

TURN UP TO return to Frequency Preset Menu. 

TURN UP

TURN UP


